设备型号、设备ID、设备类型、CPU型号、厂家、内存容量、接口数量、安装位置、设备管理员、生产日期、购买日期、服役年限、剩余寿命、故障次数、维修费用
运行状态（正常/断电/故障）、工作模式、运行时长、环境温度、CPU利用率、内存利用率、运行温度、电压、电流、风扇转速、丢包率、带宽占比、端口吞吐量、误码率、入流量、出流量、信号强度、日志（告警信息、错误代码、配置变更、接口宕机）、采集时间戳、故障类型标记、严重等级

为验证本文模型的有效性，实验以某单位2020年—2022年累计25个月的信号设备生产信息库为数据源进行实验，包含设备种类19种、故障类型23类。其中，前20个月(80%)数据作为训练集训练预测模型，后5个月(20%)数据作为测试集验证模型预测性能。


网速预测：https://www.kaggle.com/datasets/getanmolgupta01/internet-speed
网络攻击预测：https://www.kaggle.com/datasets/daniaherzalla/tii-ssrc-23
入侵检测：https://www.kaggle.com/datasets/shaikmubeen/network-traffic-dataset-for-ddos-detection
医院设备故障历史数据：https://www.kaggle.com/datasets/antoinepierreno/medical-device-failure-dataset-anonymized
15类设备崩溃预测：https://www.kaggle.com/datasets/ruslanusov/dataset-of-electronics-with-lifecycle-and-specs/suggestions
工业设备磨损与故障预测：https://archive.ics.uci.edu/dataset/601/ai4i+2020+predictive+maintenance+dataset

{
  "device_model": "PRO-352",
  "manufacturer": "Lenovo",
  "device_type": "Projector",
  "release_year": 2013,
  "status": "in stock",
  "usage_intensity": "low",
  "climate_zone": "moderate",
  "technical_specs": {
    "brightness_lumens": 3000,
    "resolution": "Full HD"
  },
  "start_year": 2014,
  "service_life_years": 7,
  "predicted_break_year": 2021,
  "actual_break_year": 2022
}
